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Safety

Safety

Ensure that this Technical Manual is read and understand BEFORE installing/operating/maintaining
the equipment.

Pay particular attention to Warnings and Cautions.

All document Warnings are listed here and repeated where appropriate at the start of the relevant
chapter(s) of this Technical Manual. Cautions appear in the sections/sub-sections of the document

where they apply.

4 WARNINGS \

Sensepoint is designed for installation and use in Zone 1 or 2 hazardous
areas in Europe. Installation must be in accordance with the recognized
standard's of the appropriate authority in the country concerned.

Before carrying out any work ensure local regulations and site procedures
are followed. Appropriate standards must be followed to maintain
the overall certification of the detector:

Access to the interior of the detector, when carrying out any work, must only be
conducted by trained personnel. Switch off and isolate the power supply
fo the detector when access is required. Take any necessary
precautions to prevent false alarms.

Never attempt to open a junction box/enclosure or replace/refit the sensor
when flammable/toxic gas is present.

The detector must be earthed for electrical safely and to limit the effects of
radio interference. An earth point is provided inside the unit. Ensure that
all screens/armor are grounded at a single earth star point at the controller
or detector - BUT NOT BOTH - to prevent false alarms due to earth loops.

Take care when handling sensors as they may contain corrosive solutions.
Do not tamper or in any way dis-assemble the sensor.
Do not expose to temperatures outside the recommended range.
Do not expose sensor to organic solvents or flammable liquids.

At the end of their working life, sensors must be disposed of in
an environmentally safe manner. Disposal should be according to local
waste management requirements and environmental legislation.
Alternatively, sensors may be securely packaged and returned to
Honeywell Analytics clearly marked for environmental disposal.
Electrochemical cells should NOT be incinerated as they
may emit toxic fumes.

When replacing the gas detector's junction box ensure that the correct
gas label is affixed to the replacement enclosure.
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Information

Information

Honeywell Analytics can take no responsibility for installation and/or use of its equipment if this is
not done in accordance with the appropriate issue and/or amendment of the Technical Manual.

The reader of this Technical Manual should ensure that it is appropriate in all details for the exact
equipment to be installed and/or operated. If in doubt, contact Honeywell Analytics for advice.

The following types of notices are used throughout this Technical Manual:

WARNING

Identifies a hazardous or unsafe practice which could result in
severe injury or death to personnel.

Caution Identifies a hazardous or unsafe practice which could result in minor
injury to personnel, or product or property damage.

Note |dentifies useful/additional information.

Every effort has been made to ensure the accuracy of our documents, however, Honeywell Analytics
can assume no responsibility for any errors or omissions in our documents or their consequences.

Honeywell Analytics greatly appreciates being informed of any errors or omissions that may be
found in the contents of any of our documents.

For information not covered in this document, or there is a requirement to send comments/
corrections about this document, please contact Honeywell Analytics.

Honeywell Analytics reserve the right to change or revise the information supplied in this document
without notice and without obligation to notify any person or organization of such revision or change.
If information is required that does not appear in this document, contact the local distributor/agent
or Honeywell Analytics.
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