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READ ME FIRST

Midas Firmware Update Instructions

14th October 2015
Rev. 0
	1
	Preparation
	

	1
	Warning

This update should be installed by qualified personnel

Warning

Loss of power or any other interruption during the update process may cause permanent damage
	· PC required with Windows operating system to complete the update

· Download the update package from:

http://www.honeywellanalytics.com/en/products/Midas
· Unzip the contents to an appropriate directory

· The directory will include the following files:

· ‘MidasFWUpdater_v2.00.exe’

· ‘Midas1.13b3.fwu’ and ‘MidasBlack2.13b3.fwu’ binary files

· ‘READ ME FIRST - Midas Firmware Update Instructions.pdf’

· Follow the ‘Midas Firmware Update Instructions’ carefully 

· For assistance contact the company from which you purchased your equipment

	2
	Device Connection
	The connection can be made directly or via a hub

	2.1
	Direct connection

Note

Requires ‘crossover patch’ cable
	The Midas can be connected to host PC directly by using Ethernet cable (requires crossover patch cable). Please plug in the either end of cable to PC and Midas. 
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Go to step 3.1

	2.2
	Connection through Ethernet hub
Note

A static IP address is required

	Connect the Midas and host PC to HUB as below.
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Go to step 3.1

	2.3
	Connection through router (DHCP)


	Connect the Midas and host PC to router as below. 
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Go to step 3.2


	3
	Network/device settings
	

	3.1
	For Direct Connection 

Or

Connection through Ethernet Hub
	Configure IP address of Midas and host PC

Once physical connection was finished, check the Midas network settings and change the settings according the physical connection method. Please refer to section 7.2.6 and section 13.2 in Midas user’s manual.

Static IP settings

If you connect your PC to Midas instrument through direct cable or Ethernet HUB, then Midas network settings should be static with fixed IP address.  

Once you configure the IP address settings of Midas, you can change the IP address of your host PC. The first three digits of host PC should be same as Midas and the last digit should be different. 

For example Midas IP address is 169.254.60.14 then you need to setup IP address of host PC to 169.254.60.X manually. And also subnet mask should be same. Please refer to section 7.2.6 and section 13.2 in Midas user’s manual.
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	3.2
	For connection through router (DHCP)


	DHCP IP Settings

If you use router then the Midas network settings should be DHCP so that it can gain the IP address from router automatically. 

After configuring IP address settings of Midas instrument, set the IP settings of host PC to DHCP to obtain an IP address automatically as shown in the picture below. 
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	4
	Update Midas firmware
	

	4.1
	Run ‘MidasFWUpdater_v2.00.exe’

Note

Do not change the UDP port number.


	The following main screen as below will be shown

The default password and user ID are already entered in the software
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	4.2
	Update IP address


	Update IP address of host PC where the updater software is running. You can enter the IP address manually or click “Refresh Local IP” button located in the middle. And enter IP address of Midas manually.
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	4.3
	Verify connection to Midas
	Click “Check FW version” to ensure the host PC is connected to the Midas instrument.

If successfully connected the revision of firmware and co-processor will be shown as shown in the picture below
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	4.4
	Load the Midas firmware binary file
	Click “Load FW Binary” button and browse to the directory holding the firmware file on the host PC. Select the software revision for your type of device:
· ‘Midas1.13b3.fwu’ for standard colored Midas

· ‘MidasBlack2.13.b3.fwu’ for black colored Midas


	4.4
	Continued
	If the file is loaded successfully it will show type and revision number, and the “Send” button will be enabled. If the selected file is not valid then “Send” button will be disabled to prevent the corrupted file from being transferred.
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	4.5
	Send the firmware file to Midas
	Click “send” button to transfer the FW file to the Midas instrument. A prompt screen with message of “Send Completed” will be shown once the file transfer is complete.
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If “Send Complete” appears go to step 6 or else move to step 5

	5
	Troubleshooting
	If the firmware update does not occur, please check the firewall settings

	5.1
	Check “inbound rules”
	Open the “Inbound rules” window 

Press Windows key > select control panel > Windows

Select Firewall > Advanced Settings > Inbound Rules

[image: image11.png]=

—_ |

=l

@@\E » Control Panel » All Control Panel ems »

~ [ 4] search Con.. 0]

@)= » Conotront » AlCara Pt s » Vidows P
LA

~ [ 4] search Con.. 0]

Adjust your computer’s settings

@ Defout Programs
2§ Desitop Gadgets
I Display.

Folder Options
& HomeGroup

@ Mail (Microsoft Outlook 2013) (32-bit)
& Notification Area lcons

(5] Phone and Modem

Q@ QuickTime (32-bit)

145 RemoteApp and Desktop Connections
& Speech Recognition

L Taskbar and Start Menu

Windows CardSpace

& Dell Audio

&) Device Manager

© Exse of Access Center
T Fomis

& Indesing Options

& Keyboard

2 Mouse

B Performance Information and Tools
@ Power Optons

© Recovery

$AP GUI Configuration
® syncCenter

& Troubleshooting

8 Windows Defender

Viewby:  Smallicons

B Dell Touchpad
& Devices and Printers
I Fissh Player G2t
5 Gettng Started

Intemnet Options
Location and Other Sensors
5 Network and Sharing Center
B personaliation

B Programs and Festures

& Region and Language

4 Sound

System

82 User Accounts

‘Windows Firewall

)

Control Panc] Hopg Help protect your computer with Windows Firewall

Allow a program o feature:
through Windows Firewall

® Change notiication settings

Windows Firewall can help prevent hackers or malicious software from
‘computer through the Internet or a network.

ing access to your

How does a firewall help protect my computer?

& Tum Windows Frewllonor  Wihat are networ locations?

of
o T
® Advnced et - :
B @ pomein networks Connected @)
Troubichont my retnart
Networks at o workploc that restached 103 domain
Windows Firewal stte: on
Incoming connections: Block al connections o programs that re
ek onthe 5t of sloncd pegme
A, Actve doman networs: Ba dshonepwelicom
R Noticaton stte: Notity me when Windows Firewal blocks

new program

I - e

Network and Sharing Center





Verify MidasFwUpdater software is enabled and allowed for both UDP and TCP protocol as shown in the picture below. If not please enable and allow it for both UDP and TCP protocol.
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If the MidasFWUpdater software is not listed in the InBound Rules please add new rule for the software. 

Repeat step 4.

	6
	Verify firmware upgrade 
	Using the built in Midas Menu

	6.1
	Firmware upgrade/reboot of the instrument
	Once firmware binary file has been transferred to the Midas instrument, the Midas will verify the CRC and footer of the file. If the file is valid, then the instrument will automatically update the firmware by itself and reboot. 
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If the file is not valid, then Midas will ignore the firmware update and switch back to normal operation with the previously installed firmware.



	6.2
	Check firmware version via Midas menu
	Follow instructions in the Midas Operating Instructions to verify the new firmware version is listed in the instrument set up. The new software revision should now be shown in the instruments menu. If not, check all connections and repeat the entire procedure or contact your local Honeywell Analytics representative or service department


WARNING

· DO NOT remove power of the Midas instrument during the firmware update.
· If there is any power loss during the upgrade the instrument may not recover.
· Please contact your local Honeywell Analytics representative or service department for more information.
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